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LISTING OF CLAIMS: 

1-4 (Canceled) 



5. (Currently Amended) A valve beiftg-attached to a fuel tank, the valve comprising: 

a cover bonded to a fuel tank, beiftg -wherein: 

the cover is i ndependent of the fuel tanlc, and inoludin g tank; 

the cover includes a connecting surface to be connected to the fuel tanlc, th e 
conn e cting s urfac e havin gt ank: 

the connecting surface has a connector portion formed of a resin exhibiting a good 
bondability to the fuel tm ktank; 

the cover is formed of polvamide: 

the connector portion is formed of an adhesive polvethvlene: 

the cover and the connector portion are bonded to each other without inclusion bv 
two-color molding : and 

a case bonded to the cov e r, wh e r e in th e cov e r is form e d of polyamid e , and the connector 
portion is form e d of an adh e siv e polv e thvlono c over . 



6-16 (Canceled) 



17. (Original) The valve according to claim 5, wherein said cover includes a flow-in 
passage into which a supplied fuel flows in; and 
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said case includes a valve body demarcating the flow-in passage and the fuel tank 
openably or closeably. 

18. (Original) The valve according to claim 17, wherein said case is welded to said cover. 

19. (Original) The valve according to claim 17, wherein the connector portion of said 
cover is formed of an adhesive polyethylene, portions of said cover excepting the connector 
portion are formed of a polyamide, said case is formed of a reinforced polyamide, and said fuel 
tank is formed of a polyethylene. 

20. (New) A valve attached to a polyethylene fuel tank, the valve comprising: 
a cover bonded to the fuel tank wherein: 

the cover is independent of the fuel tank; 
the cover is formed of a polyamide; 

the cover includes a flow-in passage into which a supplied fuel flows; 

the cover includes a connecting surface to be connected to the fuel tank; 

the connecting surface has a connector portion formed of a resin exhibiting a good 
bondability to the fuel tank; 

the connector portion is formed of an adhesive polyethylene; 

a case bonded to the cover, wherein: 

the case is fomied of a reinforced polyamide; and 
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the case includes a valve body that opens and closes the flow-in passage. 
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